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A nominal 600-Watt Hall Effect Thruster was developed to propel unmanned space 
vehicles.  Both xenon and iodine compatible versions were demonstrated.  With xenon, peak 
measured thruster efficiency is 46-48% at 600-W, with specific impulse from 1400 s to 1700 
s. Evolution of the thruster channel due to ion erosion was predicted through numerical
models and calibrated with experimental measurements.  Estimated xenon throughput is 
greater than 100 kg.  The thruster is well sized for satellite station keeping and orbit 
maneuvering, either by itself or within a cluster.    
Nomenclature 
B
 = magnetic field 
E
 = electric field 
0g = gravitational constant at Earth’s surface, 9.81 m/s2 
dI = discharge current 
spI = specific impulse  
m = mass flow rate 
dP = discharge power 
r = radial direction or distance 
T = thrust 
dV = discharge potential 
z = axial direction or distance 
  = efficiency 
  = standard deviation 
I. Introduction 
Hall Effect Thruster (HET) uses crossed electric and magnetic fields to generate and accelerate ions to tens of 
kilometers per second.  This efficient form of spacecraft electric propulsion (EP) may be used for orbit 
maintenance, orbit raising, interplanetary transfers, and other applications. 1  The first American HET to fly in space 
was the Busek BHT-200,2 a nominal 200 W xenon (Xe) fueled thruster first launched in 2006 as part of the US Air 
Force TacSat-2 satellite.  This paper describes an engineering model Busek thruster designed to operate at 600 W. 
Both xenon and iodine compatible version of this high technology readiness level (TRL)3 thruster have been 
developed.  The paper includes a brief thruster description, performance measurements, erosion measurements, and 
a discussion of projected applications.   
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II. Apparatus and Procedures
A.  Engineering Model Xenon Thruster System 
 The BHT-600 was designed to operate at 600 W, but is highly throttle-able in power and specific impulse.  The 
mean diameter of the axisymmetric discharge channel is 56 mm.  A hollow cathode located distal to the channel 
provides electrons to seed the discharge and neutralize the ion beam.  Electrical isolation of the anode from the flow 
path is achieved with a high voltage ceramic break of the type described in Ref. 4. At 600 W and a discharge 
potential of 300 V, nominal thrust is 39 mN and specific impulse is 1500 s.  Other top level specifications are found 
in Table 1 
Figure 1 is a conceptual cross section of the thruster design.  
The magnetic field is driven by electromagnets.  The upstream 
portion of the discharge channel is metallic, and the 
downstream portion of the discharge channel is dielectric.  The 
metallic portion of the discharge channel shunts a portion of 
the magnetic field, creating a magnetic lens with a steep axial 
gradient in B  and near zero B  close the anode.5  A lens 
shape focuses ions away from the channel walls, promoting 
high efficiency and low channel erosion rates.6, 7   
Testing of the breadboard model BHT-600 in both 
individual and clustered configurations has been reported.  
Published research discusses thermal characterization,8 
performance measurements,9 discharge oscillations,10 erosion 
modeling,11 plume characterization,12,13,1415,16 and the ion 
velocity distribution.17,18
In moving from the breadboard model to the engineering model, the magnetic field was modified to push the 
plasma discharge downstream, substantially increasing thruster lifetime.  The mechanical structure was also heavily 
modified.  The engineering model thruster has only been reported once before, in association with a NASA deep 
space exploration concept.19   
The xenon fueled engineering model is supported by a flight model hollow cathode featuring a BaO-W electron 
emitter.  This cathode has flown on the FalconSat-5 and FalconSat-6 spacecraft.  The thruster is also supported by a 
flight heritage Power Processing Unit (PPU) and a newer compact PPU that is under development. 
Figure 1. Nominal axisymmetric Hall Effect 
Thruster geometry (not to scale) 
Figure 2 Iodine Compatible BHT-600-I Engineering 
Model Thruster on Test Bracket 
Table 1 Top Level Specifications for Xenon 
Fueled Thruster 
Parameter Value
Discharge Potential 200 V ‐ 400 V
Discharge Power Range 200 W ‐ 800 W
Nominal Power 600 W
Thrust* 39 mN
Specific Impulse* 1500 s
Cathode Location External
Thruster Mass 2.6 kg
Cathode Mass 0.2 kg
*Xe propellant, 300 V, 600 W
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Figure 3 External Dimensions of BHT-600-I Engineering Model 
B.  Iodine Compatible Thruster System 
An iodine compatible version of the BHT-600 engineering model is also being developed. This is known as the 
BHT-600-I.  Iodine offers similar performance to xenon, but solid phase iodine (I2) may be stored at low pressure yielding many system and mission benefits.20,21 In space, iodine vapor may be generated through sublimation by 
heating the propellant tank to modest temperatures.  The vapor production and flow rate may be metered by multiple 
means including feedback control.22  Because iodine is a halogen, it is relatively reactive with some of the materials 
with which the BHT-600 was constructed.  The BHT-600-I design addresses this issue though materials selection 
and coatings.  However, the dimensions of the magnetic circuit and discharge channel are essentially unchanged 
from the BHT-600.  Figure 2 shows the BHT-600-I along with a hexaboride (LaB6 or CeB6) cathode.  Figure 3 identifies key external thruster dimensions. 
In related work, an iodine compatible version of the BHT-200 is being developed for NASA’s iodine satellite 
(iSat) technology demonstration mission.23,24,25  The top-level objectives of the project are focused on validating the 
use of iodine for future missions while demonstrating high ∆V viability on a secondary small spacecraft.  The 
system is scheduled for launch readiness in 2017. 
An iodine fueled ion thruster demonstration is also planned.  NASA’s Lunar IceCube program will send a 6U 
CubeSat to search for signs of ice in the lunar regolith.  The spacecraft will be equipped with Busek’s BIT-3 RF ion 
thruster fueled by iodine.26  The system is scheduled to be launched as a secondary payload on the Space Launch 
System’s maiden flight (SLS EM-1 mission) in 2018. 
C. Performance Mapping with Xenon 
 The BHT-600 was performance tested with xenon in Busek’s cryo-pumped T8 vacuum chamber, shown in 
Figure 4 (left), which has a nominal Xe pumping speed of 200,000-l/s and a base pressure in the 10-7 Torr regime.  
This facility has a diameter of 2.4-m and a length of 5-m.  Background pressure was measured with an ion gauge 
located on the wall of the facility.  Additional testing took place in Busek’s 1.8-m diameter T6 facility.  The 
discharge was powered by a 1000-V, 10-A power supply and the cathode allowed to float with respect to facility 
ground.  A capacitor bank was typically placed in parallel with the discharge to filter oscillations.  The inner and 
outer solenoid circuits were driven by separate DC power supplies independent of the discharge.  Figure 4 (right) is 
a nominal power supply diagram.   Additional testing was carried out with a breadboard PPU. 
 Xenon was fed with a calibrated feed system based upon Commercial Off-The-Shelf (COTS) mass flow 
controllers.  Thrust,T , was measured with an inverted pendulum, “Null” type thrust stand corrected for thermal 
drift.27   
Specific impulse, spI , is determined from thrust and mass flow rate, m , by the equation 
0gmTI sp  .  (1) 
Here, 0g  is the force of gravity on the surface of Earth.  Anode spI  is calculated using only anode flow rate, am .  
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Figure 4. T8 test facility and nominal power supply diagram. 
 Total thruster efficiency is determined from T , m , and the power provided to the thruster, P , through the 
equation 
PmT 22 .                  (2) 
In Equation 2, P  includes the power provided to the discharge ( ddd IVP  ), electromagnets, and cathode.  At the 
system level, PPU losses would also be included.   
D. Accelerated Lifetime Testing and Modeling 
The lifetime of Hall thrusters has historically 
been limited by erosion of the discharge channel 
caused by ion impact.  The erosion rate is known to 
be a function of wall material, ion flux, ion energy, 
and, most importantly, the magnetic field shape.  
Boron nitride and boron nitride composites have 
been found to erode at a slow rate in the discharge 
channel, leading to their general use in Hall 
thrusters with dielectric channels.   
To verify the lifetime of the BHT-600 is 
sufficient to meet mission needs, erosion testing 
was accomplished at NASA GRC using the 
original xenon propellant engineering model.  
Measurements were taken in GRC’s Vacuum 
Facility 8 (VF8), shown in Figure 21. The physical 
dimensions are: 1.5 m diameter x 4.5 m long; with 
a 1.3 m x 4.3 isolated access chamber section. The 
facility pumping uses diffusion pumps with a pumping speed of 1.2x105 l/s @ 10-5torr (air) and an ultimate pressure 
(No Load) of 4x10-7 Torr. This facility is equipped with an inverted pendulum thrust stand similar to the one at 
Busek. The thruster was powered both with laboratory power supplies and with a breadboard PPU. 
In place of running the thruster for over a year, Busek and GRC conducted an accelerated life test which 
combined periodic measurements with modeling.  During an accelerated life test, the thruster is run for some 
specific period of time.  The erosion which results is measured and used to calibrate an erosion model, which is then 
stepped forward in time.  The channel is then machined to match the predictions of the thruster erosion model and 
the process is repeated.  The accelerated life test methodology is illustrated in Figure 6.  Erosion rates were predicted 
with a Busek proprietary semi-empirical model that evolves the channel profile in time.   
Figure 5. GRC’s VF8 Facility where Erosion and 
Performance Measurements were Taken 
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Figure 6 Accelerated Lifetime Methodology 
E. Iodine Testing 
 The iodine fueled system was tested in NASA GRC’s Vacuum Facility 7 (VF7), an oil diffusion pump evacuated 
facility that is 3 m in diameter and 4.6 m long. This facility has been modified for compatibility with iodine 
propellant. During nominal operations VF7 can reach back-pressures of 2x10-7 Torr and for a thruster flow rate of 30 
sccm the facility reaches a pressure of 3x10-5 Torr (uncorrected).  Liquid nitrogen cooled chevrons are used to 
collect the iodine propellant during thruster firing. After test completion, specially installed heating lamps are used 
to elevate the chevron temperatures to facilitate iodine propellant venting.  Iodine vapor is vented through a 
dedicated line.  
Iodine was provided by a custom feed system based upon the sublimation of iodine crystals in a heated upstream 
reservoir.  The feed system setup provides for the option of operating the thruster with xenon or iodine propellants.25
The nominal configuration included a proportional flow valve built by VACCO Industries.   
Thrust in VF7 was measured with inverted pendulum thrust stand.27  Additional details are found in Ref. 25. 
II. Results
A. BHT-600 Performance Measurements 
 The initial configuration of the BHT-600 had a BaO-W cathode positioned to the side of the thruster, as shown 
in Figure 7.  However, testing revealed that this position was not optimal for performance.   Thus, the cathode was 
mounted upon a two-axis translation stage and its position in the horizontal and vertical directions was varied while 
thrust and other quantities were measured.  Measurements showed that the floating voltage decreased as the distance 
from the front thruster face increased.  The floating voltage also varied with distance from the thruster centerline.  
The anode efficiency generally increased the further downstream the cathode was placed (up to ~2.3 cm).  However, 
placing the cathode far downstream or close to the centerline puts it in the path of primary (energetic) beam ions, 
which causes erosion of the keeper.  This can also be a life limiting mechanism.  Busek determined that a cathode 
position that balances thruster performance and keeper erosion was approximately 1.3 cm downstream from the 
thruster face and between 0.4 – 0.9 cm inward from the outside edge of the thruster face.  This distance is measured 
from the bottom perimeter edge of the keeper tip.   
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Figure 7 BHT-600 Engineering Model 
 The performance of the BHT-600 Engineering 
Model (EM) with the external cathode in the 
optimized position was measured in Busek’s T8 test 
facility with the thruster powered by a breadboard 
power processing unit.  Parameters modified during 
the course of the test included discharge voltage, 
anode gas flow rate, cathode gas flow rate, and 
magnet current.  Figure 8 plots measured thruster 
efficiency against total specific impulse.  Included 
data were taken at discharge potentials ranging from 
200 V to 400 V.  The power calculation includes the 
discharge and the magnets.  The propellant mass flow 
calculation includes both the anode and cathode.  The 
efficiency of the PPU is not included. These 
measurements indicate that the EM thruster is slightly 
more efficient than the BM thruster at low power, but 
slightly less efficient at high power. Table 2 
compares the performance of the two thrusters at a 
discharge potential of 300 V.   Some of the difference 
may be due to modifications to the magnetic field, 
cathode position, and discharge channel wall 
geometry.  In the BM thruster, the downstream 
portion of the channel was chamfered to simulate the effects of erosion. In the EM thruster, the channel was not 
chamfered, simulating a beginning of life (BOL) configuration.   
Table 2 Comparison of BM and BOL EM Performance (Vd = 300 V) 
Thruster Total Measured Total Total Thrust to
Model Power Thrust Isp Thruter Eff. Power
[W] [mN] [s] [%] [mN/kW]
BM 234 12.3 1179 30 53
EM 243 14.1 1180 34 58
BM 301 17.1 1306 36 57
EM 322 19.8 1302 39 61
BM 427 26.2 1431 43 61
EM 458 28.4 1334 41 62
BM 616 40.8 1554 50 66
EM 609 38.9 1463 46 64
Figure 8 Total Efficiency vs. Total Specific Impulse
for BHT-600 engineering model
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B. BHT-600 Erosion Measurements and Life Test Predictions 
Thruster performance was characterized at NASA GRC near the beginning of erosion testing.  The cathode was 
placed approximate to the optimized position.  Measured performance was close to that obtained earlier at Busek 
under similar test conditions, as documented in Table 3. 
To begin the life test, the thruster was first run for approximately 400 h.  The eroded walls of the discharge 
chamber were then compared to numerical predictions, and Busek’s semi-empirical erosion model was calibrated.  
The model was then stepped forward to 1600 h and the channel was machined to the predicted profile.  Next, the 
thruster was run for an additional 400 h, the “2000 h” channel was compared to numerical predictions, and the 
model was recalibrated.  The model was then extrapolated to end of life, assumed to be the point where ion erosion 
reaches the magnet poles.   The program concluded that a conservative prediction (factor of 2 margin) of the total 
operating time exceeds 10,000 h.  Measured and predicted channel profiles using Busek’s semi-empirical erosion 
model are shown in Figure 9.   
Table 3 Comparison of BOL EM Thruster Performance Busek and GRC (Vd = 300 V) 
Figure 9 Measured Erosion Compared to the Model Predictions 
C.  BHT-600-I Performance Measurements 
  The BHT-600-I thruster and hexaboride emitter cathode were tested with xenon in Busek’s T6 facility.  For the 
data reported here, a cerium hexaboride (CeB6) emitter was used.  The cathode position was close to the optimized position found earlier.  The thruster was powered by a breadboard version of the BPU-600 power processing unit, 
and the solenoids were run in series.  The thrust stand was zeroed between each data point reported.  Although the 
cathode floating voltage was greater in magnitude with the CeB6 cathode, the data nevertheless correlated well with earlier data taken with a BaO-W cathode.   
The cathode and thruster are shown together in Figure 10.  Discharge oscillations at the 350 V operating point 
are shown in Figure 11.  The magnitude is approximately +/- 1 A, and the frequency is approximately 40 kHz.   
Performance data are reported in Table 4.    
 Preliminary characterization of the BHT-600-I took place with the channel in the BOL configuration (i.e. no 
chamfer).  However, the thruster was delivered to GRC for iodine testing with a channel machined to the “1600 h” 
profile determined in the BHT-600 accelerated lifetime test. 
Test Total Measured Total Total Thrust to
Venue Power Thrust Isp Thruter Eff. Power
[W] [mN] [s] [%] [mN/kW]
Busek 458 28.4 1334 41 62
GRC 414 25.5 1420 43 62
Busek 609 38.9 1463 46 64
GRC 603 37.6 1504 46 62
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Figure 10 BHT-600-I firing with Hexaboride 
Cathode 
Figure 11 Discharge Current Oscillations from BHT-
600-I and CeB6 cathode 
Table 4 BHT-600-I Performance on Xe with CeB6 Cathode and Preliminary Channel 
C. Iodine Testing 
The main objectives of the iodine test campaign 
were to evaluate the performance of the thruster with 
both xenon and iodine propellants, and to perform 
duration testing with iodine to uncover any 
degradation or change in thruster performance or 
component conditions due to extended exposure.  Two 
duration tests were performed, totaling 80 h.  For both 
tests, the cathode was fed with Xe.  
The first duration test lasted 34 h.  For this test, the 
BHT-600-I was configured with Busek’s CeB6 emitter 
hollow cathode, and the I2 feed system included a proportional valve for fine control of the flow rate.  
Figure 12 shows the iodine plume during testing.    
Prior to the first duration test, performance was 
baselined with xenon at discharge power levels of dP
=200, 300, 400, 500, and 600 W and discharge 
potentials of dV =200, 250, and 300 V. Then the 
thruster was run continuously for approximately 34 h at dV =300 V, dI = 2 A.  After exhausting all the I2 in the 
propellant tank (0.3 kg), thruster performance was re-evaluated with Xe and found to be unchanged.  Table 5 
summarizes measured thrust levels with Xe and I2 at the beginning and end of the 34 hour duration test.  Estimated uncertainty in thrust is 2% of the measured value. The Xe performance also compares well to data taken earlier with 
the BHT-600 and BaO-W cathode when the channel was cut to the same “1600 h” profile.  At that time, dI = 1.97 A 
and  dV = 300 V returned T = 38.4 mN, which was the same thrust level measured at GRC. 
Anode Cathode Anode Anode In Series In Series Cathode Tank Discharge Total Measured Anode Total Anode  Total
Flow Flow  Disharge Discharge Magnet Magnet Floating Pressure Power Power Thrust Isp Isp Thrust Thruster
Rate Rate Voltage Current Voltage Current Voltage Eff. Eff.
[SCCM] [SCCM] [V] [A] [V] [A] [V] [Torr] [W] [W] [mN] [s] [s] [%] [%]
25.1 2.0 300 2.0 6.2 2.3 ‐18.1 1.1E‐05 600 614 38.8 1618 1500 51 47
29.6 2.1 250 2.4 6.3 2.3 ‐15.0 1.2E‐05 600 614 42.6 1501 1403 52 48
21.9 1.6 350 1.7 6.3 2.3 ‐14.0 1.0E‐05 599 613 36.5 1740 1624 52 47
Figure 12  Iodine plasma plume from BHT-600-I 
during testing at GRC 
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The second duration lasted 46 h. This time the 
BHT-600-I was configured with a BaO-W insert 
cathode.  In this case, the I2 feed system did not 
include proportional valve for fine control; flow rate 
was instead controlled by regulating reservoir 
temperature.  The thruster was run continuously at dV
=300 V.  The discharge current was maintained at 
approximately 2 A for most of the test.  However, 
current dropped toward the end as the I2 tank became depleted.  After the I2 was exhausted, thrust was again 
measured with Xe and found to be unchanged.  
III. Discussion
A.  Measurement Uncertainty 
Uncertainty associated with BHT-600 
xenon performance measurements at Busek 
was estimated with standard methods.29  Table 
6 summarizes the calculation for P , T , m , 
spI , and  .  The normalized standard 
deviation,  , or uncertainty in P  is estimated 
to be 1%.  The uncertainty in T  is estimated 
to be 1.9%.  Contributions include the 
calibration curve, sample-to-sample signal 
variation, and thrust stand drift.  The 
uncertainty in  is estimated to be 1.0%.  
Contributions include uncertainties in the flow 
controller and estimated propellant backflow 
from the test facility. Still, it is possible that 
Table 6 underestimates the uncertainty 
associated with flow control as the factory calibration of the flow meter is assumed. 
Uncertainties for specific impulse and efficiency from Table 6 are plotted on Figure 8.  The normalized variance 
( 2  in specific impulse is given by the equation 
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For the values in Table 6, the uncertainty in   is 2.2%.  Thus if specific impulse is 1500 s , the uncertainty is +/- 
33 s.  The normalized variance in efficiency,  , is 
2222
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For the values above, the normalized uncertainty in  is estimated to be 4.1%.  Thus, if measured efficiency is 50%, 
the uncertainty is +/- 2%.   
B.  Flight System 
A complete flight propulsion system must include a propellant management system and a power processing unit 
(PPU).  For near term, xenon fueled missions, a feed system developed for FalconSat-5 and FalconSat-6 is readily 
available.  A BHT-600 based propulsion system could also include Busek’s flight demonstrated BPU-600 PPU, 
which is capable of driving a Hall thruster discharge at any desired discharge potential up to 400 V.  Peak discharge 
current is 3 A, for a total discharge power of 1200 W.  Its peak efficiency is 94%, including all ancillary losses. The 
input potential is 28 V.   
m
spI

Table 5  Thrust levels at the beginning and end of 
34 hour duration test with Xe and I2 
Table 6.  Performance measurement uncertainty.
Xenon Iodine Xenon Iodine
Discharge Potential [V] 300 300 300 300
Discharge Current [A] 2.0 2.0 1.98 2.0
Thrust [mN] 38.4 39.2 38.4 38
Time = 0 h Time = 34 h
Parameter Factor Normalized SD (%)
Power Voltage 0.05
Current 1
Standard Dev. (RMS) 1.0
Mass Flow Controller (99.2%) 1
Backflow (0.8%) 1
Standard Dev. (RMS) 1.0
Thrust Slope of calibration curve 1
LVDT signal (.12 V) 1.67
Standard Dev. (RMS) 1.9
Efficiency Standard Dev. (RMS) 4.1
Isp Standard Dev. (RMS) 2.2
10 
American Institute of Aeronautics and Astronautics 
For iodine missions, the BHT-600-I may be fueled 
with a variant of the iSat feed system and powered by 
a 600 W version of the iSat PPU.  Projected 
dimensions for Busek’s 600 W compact PPU are 24 x 
16 x 6 cm.  The layout is shown in Figure 13.   The 
PPU accepts input voltages from 24-36 V and peak 
discharge potential is 400 V.  This PPU includes 
control of the iodine feed system components. 
Functionality includes the control of independent 
heater zones for the propellant lines, the tank heater, 
temperature sensors, and pressure transducers while 
also performing on-board closed-loop flow control 
based on either discharge current or a pressure 
measurement. The compact PPU uses an RS422 interface and has FPGA based control of outputs and telemetry.  
The 600 W compact PPU may also be used with the BHT-600 and other xenon thrusters. 
C. Mission Applications 
Applications for the BHT-600 and BHT-600-I include orbit maintenance, orbit raising, rephrasing, inclination 
changes and interplanetary transfers.  Orbit maintenance includes N-S and E-W station-keeping for geosynchronous 
satellites, and drag make-up for low earth orbit satellites.  On an all-electric satellite, the thruster could provide both 
orbit-raising to geosynchronous orbit and on-orbit station-keeping.   Interplanetary applications are enabled by the 
high throughput of the BHT-600.  Total throughput can be estimated from the conditions in Table 4.  For the 300 V 
operating point ( spI =1500 s),  if the mass flow rate is 2.6 mg/s and  the 
lifetime is 10,000 h (believed to be conservative), the total propellant 
throughput is 95 kg.  
A throttle table for the thruster operating at 400 W and 600 W was 
constructed by assuming constant efficiency and limiting specific impulse 
to the demonstrated range of 1200 s    1700 s.   Efficiency and 
specific impulse determine thrust to power by 
osp gIPT /2/  .     (3) 
To construct Table 7 ,  was assumed to be 42% at 400 W and 46% at 600 
W.  These values were drawn from Table 3.  Because prior testing with 
other thrusters indicates that thruster efficiency with xenon and iodine 
propellants is nearly the same, this table may be used for both propellants. 
 Clustering the BHT-600 would enable its use for much 
higher power missions.  In general, peak thruster efficiency 
increases monotonically with thruster size.  However, as 
propellant utilization nears 100%, other considerations such as 
thruster redundancy may outweigh incremental efficiency 
gains.  A decade ago, the Air Force Research Laboratory 
(AFRL) initiated a program to cluster HETs.  Sub-scale 
clusters of four were constructed using low-power Busek 
thrusters starting with the BHT-200 and proceeding to the 
BHT-600 breadboard model.  Performance and plume 
measurements showed no detrimental effects from clustering 
these thrusters.9,30,31,32 
Iodine fueled systems provide additional system and 
mission advantages.33,34 At typical storage conditions, e.g. 14-
MPa and 50 degrees-C, the stored density of Xe is 1.6-kg/l.  At 
the same conditions, Kr stores at just 0.5-kg/l.  Iodine, on the 
other hand, stores in the solid phase, which has a density of
4.9-kg/l.  Furthermore, iodine stores at very low pressure; the 
feed system pressure can me much less than one atmosphere.   
spI 

Figure 13 Compact PPU Layout
Table 7.  Xe Throttle Table 
 
Figure 14.  BM BHT-600  cluster. 
Isp [s] P=400 W P=600 W
1200 28.5
1300 26.3
1400 24.5 38.4
1500 22.8 35.9
1600 33.6
1700 31.7
Thrust [mN]
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D.  Spacecraft System Concepts 
The USAF now mandates that all Evolved Expendable Launch Vehicle (EELV) launched with excess capacity 
include the EELV Secondary Payload Adapter (ESPA) ring carrying secondary payloads.  To utilize this excess 
launch capacity, Busek is developing a secondary payload maneuvering system propelled by the BHT-600.  Busek’s 
Propulsion, Power and Attitude Control System (ProPACS)35 provides from 70 to 100 kg of payload mass 
(depending on system options) and over 150 liters of payload volume.  The complete system including the payload 
fits within a standard 24 x 28 x 38” ESPA secondary payload envelope. The power and management distribution 
system is sized to meet the needs of both the propulsion system and payload. Nominal power at BOL is 1200 W, 
supplied by articulating solar arrays and stored in batteries.   The nominal propellant load is approximately 30 kg of 
Xe.  Attitude control is provided by gimbals on the Hall thruster, torque rods, and optional xenon cold gas thrusters. 
Figure 15 shows the ProPACS attached to the ESPA (left) and approaching an asteroid or Near Earth Object (NEO) 
with a payload. 
Figure 15.  ESPA and Propulsion, Power and Attitude Control System (ProPACS) 
A low cost asteroid or NEO exploration mission could be carried out with Busek’s Unmanned Solar Electric 
Resource Prospector (USERP) concept, an iodine fueled system that is derived from ProPACS.  After separation 
from the ESPA in a geostationary transfer orbit (GTO), a BHT-600-I would propel the USERP to an asteroid or 
other body of interest.  Once the spacecraft has reached the destination, the Hall thruster may be used to conduct 
local maneuvers required for surveying and sensing the surface.   
To achieve the ΔV required reach asteroids and NEOs from GTO, the propellant load must be increased with 
respect to ProPACS.  The available ΔV is 
determined by the specific impulse of the thruster, 
the propellant mass, and the total system mass 
(including payload).  Figure 16 plots available ΔV 
against specific impulse for different payload mass 
fractions and thruster operating conditions. 
Assuming initial system mass is 180 kg and 
=1750 s, a payload mass fraction of 0.7 (propellant 
mass of 54 kg) yields ΔV= 6.0 km/s.  In this figure, 
payload mass is everything that is not propellant.   
If the initial mass is smaller, so is the propellant 
load.  Students at Rensselaer Polytechnic Institute 
(RPI) designed a microsatellite spacecraft (wet 
mass < 35 kg), mission profile and architecture to 
enable preliminary in-situ characterization of a 
significant number of Near Earth Objects (NEOs) 
at reasonably low cost. 36   For propulsion, RPI’s 
Near Earth Object Scout Spacecraft would carry an 
iodine fueled BHT-600.  
spI
Figure 16 USERP Payload Mass and ΔV Trade 
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IV. Conclusions
With funding from NASA and the Air Force, Busek has developed a 600 W Hall Effect Thruster that has many 
potential in-space applications.  Nominal specific impulse is 1500 s at 600 W.  Projected lifetime, based on the 
results of an accelerated life test, is greater than 10,000 hours.  Both xenon and iodine compatible versions of the 
thruster are presently at TRL 5 or above.   
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